
 

 
 
 
 

PPT-4015 / PPT-4020 / PPT-4032  
 
DESCRIPTION 
 

 
FEATURES AND BENEFITS 
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APLICATIONS 
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TYPICAL LIQUID PROPERTIES FEATURES AND BENEFITS 
 

Properties  Units  PPT-4015  PPT-4020  PPT-4032  Method  

Brookfield Viscosity ²  cps  300 - 450  380 - 480  TARQ-300  

Thixotropic Index ³  S / U                                   2 min  TARQ-300  

Non-volatile content  %  55 - 58  Report  55 - 58  TARQ-204  

Acid Number (Solution)  mg KOH / g 
sample  

                                 30 max  TARQ-100  

Gel Time ¹  Minutes  15 - 19  20 - 25  32 - 37  TARQ-400  

Cure Time  Minutes  27 - 31  32 - 37  44 - 49   TARQ-400  

Exothermic Peak °C  140 - 160   TARQ-400  

Stability at 120°C  Hours                                   1.5 min  TARQ-660  

Appearance  S / U     Cloudy   VISUAL  

 

 
 
 



 

 
 
 
 
 
 
 
 

 

Properties  Units  Value  Method  
Tensile Strength  Psi  15,000  ASTM D-638  

Tensile Modulus  Psi  1.440 x 106  ASTM D-638  

Elongation  %  1.80  ASTM D-638  

Flexural Strength  Psi  25,000  ASTM D-790  

Flexural Modulus  Psi  1.130 x 106  ASTM D-790  

HDT @ 1.82 MPa  °C  63  ASTM D-648  

Barcol Hardness  N / A  45  ASTM D-2583  
Laminated with 70% resin + 30% fiberglass; curing 12 hours at RT + 5 hours at 65°C; HDT is in casting.  
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PHISICAL PROPERTIES 
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STORAGE 

SAFETY AND HANDLING 
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DISCLAIMER AND LIMITATION OF LIABILITY 
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