
 

 
 
 

300-T-800 
 
DESCRIPTION  
 
The 300-T-800 is an ISO-NPG gel-coat, formulated for the synthetic marble industry 
where good performance and very good rigidity are required. It is a finishing gel-coat, 
pre-accelerated, with good UV resistance. 
 
CHARACTERISTICS 

▪ Good resistance to yellowing in "Box yellowing" tests 
▪ Fast demolding cycles  
▪ Color is controlled through electronic instrumentation  
▪ Complies with the requirements specified in ANSI Z124.1, .2-1995, Sec. 6.1.1. 
 
APPLICATIONS 
 
▪ Specifically designed for use with spray equipment for the production of 
sinks and plates in series (automated) processes. 
 ▪ Manufacture of bathtubs 
 
TYPICAL LIQUID PROPERTIES 

 

It is important that the material be evaluated at the customer’s facilities, according to the 
analysis technique mentioned in the table, as batch age, ambient temperature, humidity, 
type/amount of catalyst, testing equipment, and method are factors that affect the final 
result. 
 

Variable Units Minimum Value Maximum Value Analysis Technique 

Brookfield Viscosity Cps 2,000 2,500 TARQ - 300 
Thixotropy S/U 4 6 TARQ - 300 
Gel Time Minutes 4 6 TARQ - 400 
Gel time-Temp. Exotherm. Minutes 6 9 TARQ – 400 
Exotherm Temperature ºC 170 200 TARQ – 400 
Color Difference S/U 0 1 TARQ – 592 
film defect S/U free free TARQ - 510 
(1) 2.0% de BUTANOX M-50 @ 25°C; (2) LVDV-E, needle #4, 60 rpm @25°C, (3) LVDV-E, needle #4, 6 rpm /60 rpm @ 25°C.  



 

 
 
 
 
 

 

1.- The catalyst level should be in the range of 1 to 2.8% to ensure proper curing.  
2.- It is recommended that when using these products, the ambient temperature be 
above 16°C, as lower temperatures may affect the curing of the piece. 
3.- In the case of adding any mineral filler to these products, air assistance should not 
be used for mixing, as this is ineffective and may only result in water or oil 
contamination. 
4.- Do not add any material other than the catalyst indicated for these products. If 
adjustments are required, refer to point 6. 
5.- Organic peroxides should not be mixed with metallic soaps, amines, or any other 
type of accelerator or promoter, as this may result in violent decomposition with fire or 
explosion. 
6.- For any questions or clarifications, please contact a Sales Representative at 
Reacciones Químicas SA de CV. 
 
 
 
The uncatalyzed 300-V-601 gel-coat has a shelf life of 45 days from the date of invoice 
when stored at 25°C or below, in opaque, factory-sealed containers, not exposed to 
sunlight, heat sources, or moisture. For every 7°C increase in temperature, the shelf life 
could decrease by half. When stored in totes, the product experiences a significant 
reduction in shelf life of up to 66% compared to that in drums. 
 
 

 
 

Detailed information for the safe handling of 300-V-601 gel-coat is available in the 
material safety data sheet, which is available from your Sales Representative at 
Reacciones Químicas SA de CV. 
 
 
 

 
 

RECOMMENDATIONS 

STORAGE 

SAFETY AND HANDLING 
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DISCLAIMER AND LIMITATION OF LIABILITY STATEMENT 
 

To the best of our knowledge and belief, the information contained in this document is accurate. The 
products sold hereby will meet the Seller's applicable specifications at the time of shipment. Seller's 
specifications are subject to change at any time without notice to Buyer. Buyer must give written notice 
to Seller of any alleged defect covered by this warranty, together with identifying details including 
product codes, description, and date of acquisition, within thirty (30) days from the date of product 
shipment or before the expiration date of the shipment's shelf life, whichever occurs first. LA GARANTÍA 
THE WARRANTY DESCRIBED IN THIS DOCUMENT SHALL REPLACE ALL OTHER WARRANTIES, EXPRESS OR 
IMPLIED, INCLUDING ALL IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE, WITHOUT LIMITING THEM. THERE IS NO WARRANTY THAT EXTENDS BEYOND THE DESCRIPTION 
STATED IN THE TEXT OF THIS DOCUMENT. The Buyer's sole and exclusive remedy against the Seller shall 
be the replacement of the product or the refund of the purchase price in the event that the Seller finds 
the product to have any defective condition. IN NO EVENT SHALL THE SELLER BE LIABLE FOR ANY INDIRECT, 
SPECIAL, PUNITIVE, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, WHETHER FOR LOSS OF PROFITS, LOSS OF 
SALES, PERSONAL INJURY, PROPERTY DAMAGE, OR ANY OTHER CAUSE. The sole purpose of this exclusive 
remedy is to provide the Buyer with the replacement of the product or the refund of the purchase price 
if any defect in materials or workmanship in the manufacture of the product is found. This exclusive 
remedy shall not be deemed to have failed of its essential purpose as long as the Seller is willing and 
able to replace the product or refund the purchase price. The final determination regarding the suitability 
of the material for the intended use, the manner of its use, and whether the suggested use infringes any 
patent, is the sole responsibility of the Buyer. 
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